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Short Specification:
The Falcon LED Street Light offers an extremely high efficacy of 
130 lumens per watt which allows for impressive energy savings 
over traditional lighting methods. Our design provides a more even 
and uniform light distribution while extending the lifetime of the 
luminaire, allowing for improved safety and significantly reduced 
maintenance costs. FreeFlow Technology allows rain and spray to 
pass through the fixture, washing away dirt and insects, making 
the Falcon LED Street Light virtually self-cleaning. Contact your 
LouversLED sales representative today for more information.

MODEL DESCRIPTION WATTS (Actual) LUMENS VOLTS EPA
FCN-30 30W Falcon Dimming LED 

Street Light
30 (30.12) 3,935 120/277V

347/480V
0.065

FCN-40 40W Falcon Dimming LED 
Street Light

40 (38.09) 5,202 120/277V
347/480V

0.122

FCN-60 60W Falcon Dimming LED 
Street Light

60 (58.52) 7,851 120/277V
347/480V

0.122

FCN-80 80W Falcon Non-Dimming 
LED Street Light

80 (78.3) 10,451 120/277V
347/480V

0.145

FCN-90 90W Falcon Non-Dimming 
LED Street Light

90 (90.5) 12,028 120/277V
347/480V

0.145

FCN-130 130W Falcon Non-Dimming 
LED Street Light

130 (128.6) 16,870 120/277V
347/480V

0.169

FCN-230 230W Falcon Non-Dimming 
LED Street Light

230 (229.7) 27,760 120/277V
347/480V

0.215

Application:
•	 Area & Site Lighting •	 Parking Lots •	 Roadways

Features:
•	 DLC Premium Listed
•	 cETLus Listed
•	 FCC Compliant
•	 RoHS Compliant
•	 Clear polycarbonate lens
•	 Diecast aluminum housing
•	 Tool-less entry to driver box
•	 Silver finish is standard; other colors are 

available (Custom)
•	 Light Distribution Type 3 is standard; 

Type 1, 2, 4 & 5 available (Custom)
•	 Power Factor >0.99 at 120V
•	 10 kV surge protection is standard
•	 High efficacy at 130 Lm/W
•	 Type 3 is BUG 1:0:2

•	 THD<20%
•	 Dark Sky friendly
•	 FreeFlow Technology allows rain and 

spray to pass through the fixture, washing 
away dirt and insects and making this 
virtually self-cleaning.

•	 Wind and salt spray resistant
•	 5,000K CCT is standard; others are 

available (Custom)
•	 CRI: >70
•	 IP65
•	 0 to 10V dimming is standard
•	 Operating Temp: -40°F to +140°F 

(Rh 10-95%)
•	 7 year limited warranty

FALCON 
LED Street Light

3/3/17

Options:
•	 Photocell
•	 Shorting Cap
•	 Glare Shield

•	 Knuckle mount and square pole brackets 
are available. 
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FALCON 
LED Street Light

Photometrics and Technical Data:

Road Lighting Effects

Figure 1

Figure 2

MODEL REPLACES (HID Equivalent)
FCN-30-50K-UL-PC-DM 70W
FCN-40-50K-UL-PC-DM 100W
FCN-60-50K-UL-PC-DM 150W - 175W
FCN-80-50K-UL-PC-DM 200W
FCN-90-50K-UL-PC-DM 250W

FCN-130-50K-UL-PC-DM 400W
FCN-230-50K-UL-PC-DM 1000W

UNIT: cd
V 0.0 DEG
H 0.0 DEG

BEAM ANGLE (50%): 96.1 DEG
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FALCON 
LED Street Light

Dimensions:

Ordering Information:

Sample Part Number: FCN-130-5K-UL-PC-DM
Light grey finish is standard. Other options are available; please contact sales representative for more info.

PRODUCT WATTS
(Lumens)

COLOR 
TEMP

VOLTAGE PHOTOCELL DIMMER

FCN 30 - 30W (9395 Lm) 
40 - 40W (5202 Lm) 
60 - 60W (7851 Lm) 

80 - 80W (10451 Lm) 
90 - 90W (12028 Lm) 

130 - 130W (16870 Lm) 
230 - 230W (27760 Lm)

30K - 3,000 K 
35K - 3,500 K 
40K - 4,000 K 
45K - 4,500 K 
50K - 5,000 K

UL - 120/277V 
UH - 347/480V

PC - Photocell 
NPC - No Photocell 

(Shorting Cap)

DM - 0 to 10V Dimming 
ND - Non-Dimming

13.4"3.4"

2.6"

11.4"

FCN-30

16.6"3.4"

2.6"

11.4"

FCN-40 & FCN-60

19.7"3.4"

2.6"

11.4"

FCN-800 & FCN-90

22.9"3.4"

2.6"

11.4"

FCN-130

29.3"3.4"

2.6"

11.4"

FCN-230


