
Louvers International 851 N. Church Court, Elmhurst, IL 60126 │ P: 630.333.1000 │ F: 800.568.8377 │ louversintl.com
All specifications subject to change without notice.

03/16/23

 ROGUE
 LINEAR LED

03/20/23

OPTIONS
•	Uplight – Static CCT or RGBW
•	Power cord drops (w/ canopies)
•	Emergency battery backup
•	Daylight Harvesting sensor
•	Occupancy sensor
•	Wi-Fi and Bluetooth connected options
•	Aircraft Cables for suspended mounting
•	Acoustical covering

APPLICATIONS CERTIFICATIONS
•	Offices
•	Schools
•	Libraries
•	Health Care

•	5 year warranty
•	ETL Listed
•	IC Rated
•	ROHS
•	Prop 65
•	Title 24
•	Suitable for Continuous Row Rating of 9.5A or 

1190W Max

The ROGUE linear fixtures were designed with multi-functional 
features to address the constant demand in lighting design for 
flexibility from a single fixture. The standard fixture is supplied with 
the option of either a 50 degree or 80-degree beam spread (custom 
optics can deliver down to a 15-degree option).

Combine these optics with our patented louvers, and light is 
delivered to exactly where you want it (70% down) so that at a 
37-degree angle there is zero glare, as if the light fixture was not 
even on, yielding a pure comfort level.

The added option of an uplight (30 % up) allows for even lighting 
and multiple options in lighting design, including eliminating “cave 
effects”. An added feature with the uplight is the DMX controlled 
RGBW option, allowing for one’s creativity in identifying a space 
by color for special effects or to highlight a function, to make an 
impression for clients and employees alike. 

Standard finishes are black or white, with custom colors available. 
Dedicated Kelvin temperatures from 2700-6500 or select color 
tuning options for the same ranges. For those discerning designers 
we offer up to 95 CRI.

Check out the companion ROGUE Troffer with same downlight 
options in 1x4, 2x2 and 2x4 configurations.

•	Made in USA
•	Powder coated housing
•	120 – 277V and 347/480V
•	50° and 80° beam angle options
•	White, Black, or Matte Black louver 

finishes
•	2700, 3000, 3500, 4000, and 5000 

Kelvin available

•	2700 – 6500 Kelvin color tuning options
•	70, 80, 90, and 95+ CRIs available
•	RGBW uplight option
•	0-10v dimming (Dim to Off available)
•	Dali - 1% Dimming
•	12v Auxiliary Power available
•	L70 @ 50,000
•	Corner joiners for unique designs 

FEATURES

ROGUE Linear Recessed Grid Standard Lay In Fixture
The Rogue from Louvers International has 
been accepted as the smallest profile linear 
LED luminaire with the added feature of 
concealed RGBW uplight incorporated.

- IES 2019 Progress Report in the 
LD+A Publication November 2019

Suspended Uplight
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ORDERING GUIDE
EXAMPLE: RG-LI-PU-4-33-8-35-F50-RGBW-U-ID-S-W

1 Round mounting canopy white 2 Consult factory for linear runs  and patterns

3 Uplight only available in batwing distribution 
Only available for suspended mounting 
(80 CRI uplight only)

4 RAL # required
5 Finish # required

SERIES STYLE MOUNTING LENGTH 2 WATTAGE CRI DOWN CCT DOWN
RG - LI -  Linear Individual P - Suspended 1 2 - 2FT 9 -    9W 8 - 80 27 - 2700K

Rogue LR - Linear Run PU - Suspended w/ uplight 1 18 - 18W 9 - 90 30 - 3000K

S - Surface 28 - 28W 35 - 3500K

RDF - Recessed Drywall Flange 4 - 4FT 16 - 16W 40 - 4000K

RG - Recessed (T-Grid Only) 33 - 33W 50 - 5000K

50 - 50W CT - Color Tuning

6 - 6FT 25 - 25W       27K to 50K  

51 - 51W

78 - 78W

8 - 8FT 32 - 32W

66 - 66W

100 - 100W

LOUVER BEAM ANGLE CCT UP 3 VOLTAGE DRIVER
FIXTURE 
FINISH

LOUVER  
FINISH

C30 - CLEAR 30° 3K U - 120/277V ID - Internal W - White W - White

F30 - FROSTED 30° 35K RD - Remote B  - Black B  - Black

C50 - CLEAR 50° 4K DALI - DALI Driver S  - Silver C  - Custom

F50 - FROSTED 50° 5K C  - Custom 4

C80 - CLEAR 80° RGB    A  - Acoustical 5

F80 - FROSTED 80° RGBW

COB4X9 - CLEAR OVAL BEAM 40° X 90° CT - Color Tuning

FOB4X9 - FROSTED OVAL BEAM 40° X 90°       27K to 50K  

CWW - CLEAR WALL WASH

FWW - FROSTED WALL WASH
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ACCESSORIES

BEAM SPREAD PATTERNS

Uplight No uplight

6 Consult factory for different angle corners and patterns. 
Shop drawings required for patterns.

ACCESSORIES
PC - Power Cord

BLE - Bluetooth

WIFI - WIFI

N9 - Nimbus 9 WIFI

DMX - For RGB/RGBW

REM - Remote for RGB/RGBW Uplight only

EM - Emergency Battery Backup

EC - Emergency Circuit (White or Black cord)

ACC - Aircraft Cable 10ft adjustable

DLH - Daylight Harvesting Sensor

90 - 90° Corner (unlit) 6

T - “T” Corner (unlit) 6

X - “X” Corner (unlit) 6


