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FEATURES

The BTF Basic Troffer Fixture is a recessed luminaire kit featuring a
standard lens frame. Designed for commercial and industrial
applications, it can work with a variety of LED tube and LED module
combinations, a versatile solution for general lighting installations.

The BTF body features a technical post-painted finish with 92%
reflectance to deliver outstanding light distribution, lowering
maintenance and extending fixture lifetime. The acrylic diffuser
(optional) helps to distribute light while also reducing glare.

* Standard sizes are 1x4, 2x2, and 2x4 troffer fixtures

e Accommodates 2, 3, or 4 T8 lamps and U lamps
(Lamps sold separately)

* Frame and latch system provides easy access and maintenance
e Custom LED pattern holes available

SPECIFICATIONS

Construction
* Housing formed and welded in 23-gauge steel (0.60mm)

Mounting
¢ Recessed-mounted installations

Finish
* Post painted Matte White finish with minimum 92% reflectivity

Certifications and Listings
e UL Listed

Warranty
¢ 5-year limited warranty

ORDERING GUIDE
LAMP
SERIES SIZE LAMP HOLDER/SOCKET TYPE
BTF - 14 - 1x4' 2 U - Unshunted (single end)
Basic Troffer 22 - 2x2' 3 S - Shunted (double end T8 lamps)
Fixture 24 - 2x4' 4
] .l .

All specifications subject to change without notice.
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BASIC TROFFER FIXTURE
TLED Ready
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ASSEMBLED IN USA LISTED

APPLICATIONS

» Suitable for interior applications including hospitality, healthcare,
education, retail, and office environments

EXAMPLE: BTF-14-2-U-LI21A

LENS PREWIRED

P1 - Pattern 12 .095
P2 - Pattern 12 .125*
LC1 - S9O- Clear Acrylic
LF1 - Frosted Lens .118
LI21A - Premier PXT

PW - Prewired
Blank - Loose lamp holders
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