ACOUSTIC LIGHTING ENHANCEMENTS
L o U V R S L D BOX CONCEPTS

B A el AR SIS

FEATURES

Louvers International offers a variety of acoustic lighting
enhancement solutions.

With these innovative acoustical products, you can transform

existing suspended linear luminaires and round flush mount BOX 2x4
luminaires into sound-absorbing fixtures using custom-fabricated

acoustical components. The products are produced from 38" or 42"

thick PET Acoustic Sheet, which possesses sound-dampening

characteristics.

Use a second color for the inner box to give a more custom look to
your space.

Challenge your creativity to transform your lighting into
architectural pieces of art. BOX 2x2
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SPECIFICATIONS STYLES
* Multiple sizes and lumen packages available * BOX - Available in a square or rectangle configurations

e 5 CCT selectable - 3000K / 3500K / 4000K / 5000K / 6000K
e 0-10V Dimming (5% - 100%)

Input voltage 120-277V OR 120-347V

Beam Angle 120°

e PF>0.9, THD < 20%

5-year limited warranty

Refer to LouversLED Gravy Panel Selectable for additional
details and features

ORDERING GUIDE EXAMPLE: ALE-BOX-L47-W24-0H16-1H2-SLATE-PEWTER-ACM-BPC-BCF
OUTER FELT | INNER FELT | OUTER POWER CABLE | STEM/CANOPY
ERIES |STYLE * | LENGTH in. | WIDTH in. MOUNTIN
- S|8 L - HEIGHT HEIGHT |COLOR *|COLOR * o8 - FINISH FINISH
ALE BOX L# -Length W# - Width OH# - Height IH# - Height PEWTER PEWTER ACM - Aircraft Cable WPC - White ~ WCF - White
SLATE = SLATE Standard length 120" BPC - Black BCF - Black
STM - Stem Mount
Refer to color Standard length 48"
chart for not stock
*Contact Louvers International for additional STYLE and COLOR configurations
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DIMENSIONS
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AVAILABLE COLORS

- F5E0 I I Acoustic Color Choices

; = - - - * Wide variety of acoustic panel color
options are available, including wood-grain

print designs for enhanced visual appeal

» Contact your Louvers International Sales
Rep for color details

ADDITIONAL SHAPES AND CONFIGURATIONS
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