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LineCoustic Linear Concepts
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LineCoustic is Louvers International’s linear acoustic lighting enhancement H
solution, engineered to integrate sound absorption directly into architectural
linear luminaires. Designed for recessed troffers, suspended linear fixtures,

and select flush-mount applications, LineCoustic transforms existing lighting g
systems into high-performance acoustic elements using precision-fabricated !

PET felt components.

LineCoustic solutions enhance both visual comfort and acoustic performance
- reducing reverberation while elevating the architectural presence of linear

lighting systems in commercial and institutional environments.

Challenge your creativity to transform your lighting
into architectural pieces of art.
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SPECIFICATIONS
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APPLICATIONS

¢ 38" or ¥2” thick PET acoustic customizable to your specifications
* Compatible with recessed, suspended, and select flush-mount

¢ Open-plan offices and collaboration areas
* educational facilities and libraries

linear luminaires  Healthcare and wellness environments

Lens positioning options: Regressed or Flush with an optional o
45°bevel of the acoustic material

Commercial interiors and lobbies
¢ Conference rooms and shared workspaces

End treatment options: Flush end caps, extended end caps, or closed

Designed to integrate seamlessly with lighting optics without
compromising performance

PERFORMANCE HIGHLIGHTS

Refer to LouversLED Linear fixtures for fixture details / specs:

o LineCrafted LED Linear Series ¢ Reduces echo and ambient noise
o Rogue Linear LED * Improves occupant comfort and speech clarity
o Linear Up and Down Pendant LI-LUD .

Adds architectural depth, texture, and visual warmth
o Custom integration with other linear systems available o

5-year limited warranty

Integrates acoustics without sacrificing lighting quality

ORDERING GUIDE EXAMPLE: ALE-LC-L48-OH8-IH2-RC-SLATE-PEWTER-ACM-BPC-BCF
OUTER FELT | INNER FELT OUTER | INNER POWER STEM/CANOPY
SERIES STYLE LENGTH BOTTOM ENDS MOUNTING
HEIGHT HEIGHT COLOR* | COLOR* CABLE FINISH
ALE | LC -LineCoustic L#-Length OH# - Height IH# - Height F - Flush 0 - Open PEWTER PEWTER ACM - Aircraft Cable ' WPC - White WCF - White
B45 -45°Bevel | C - Closed SLATE | SLATE STM -Stem Mount | BPC- Black  BCF - Black
R - Recessed E - Extended
Refer to color chart
for non-stock colors
*Contact Louvers International for additional STYLE and COLOR configurations
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DIMENSIONS
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AVAILABLE COLORS

- r.::is-i 'E - - - Acoustic Color Choices

* Wide variety of acoustic panel color
options are available, including wood-grain
print designs for enhanced visual appeal

» Contact your Louvers International Sales
Rep for color details

ADDITIONAL SHAPES AND CONFIGURATIONS
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