
Round Straight Aluminum
Anchor Base Pole

Square Straight Aluminum
Anchor Base Pole

• Quick ship - 4 weeks
• Made in USA
• Professional Grade - Straight Aluminum Tube Alloy 6000 Series
• Reinforced handhole with grounding lug and removable cover
• Top tenon or drill pattern with removable pole cap
• Four galvanized anchor bolts with galvanized hardware
• Custom base plates to match existing anchor bolts
• Single/double GFI duplex receptacle with weatherproof cover
• 2-Piece plastic base cover with matching color included
• Flexible configurations and custom colors available

FEATURES

Construction
• Rugged and durable professional grade construction
• Extruded from seamless 6063-T6 aluminum

Pole Shafts
• Non-tapered SSA - 30’ and under for 4” and 5“ square
• Non-tapered RSA - 30’ and under for 4”, 4.5”, and 5” round

Pole Top
• Provided with either a tenon top or drilled for a fixture mounting. A 

removable pole cap is provided for drilled poles
• Options (choose one)

◦ Standard P2 tenon
◦ Standard drilling - up to four (must be an existing drill template)

Finish
• Finish Paint only

◦ Natural Aluminum, Gray, White, Black, and Dark Bronze

Hand Hole
• Reinforced 2“x4” aluminum hand hole with grounding provision is 

provided at 12” from the base end of the pole assembly
• Includes an easy to install, self-contained handhold cover

Anchor Base and Cover
• Anchor base is case from 356 alloy aluminum is supplied with an 

aluminum two-piece base cover.
• Completed pole assembly is heat-treated to a T6 temper

Anchor Bolts
• Anchor bolts are included (pre-ship and freight)
• Conform to ASTM F1554 Grade 55
• Two hex nuts and two flat washers are included
• “L” bend on one end and are galvanized a minimum of 12” on the 

threaded end

Warranty
• 5-year limited warranty

SPECIFICATIONS

ORDERING GUIDE EXAMPLE: LI-SSA-4-125-20-BR-D2-VD

No order released without approved Submittal Sheet.

FIXTURE MOUNTING

LI-SSA -

LI-DBSSA -

Square Straight 
Aluminum
Direct Burial 
Square Straight 
Aluminum

4
5

- 4"
- 5"

LI-RSA -

LI-DBRSA -

Round Straight 
Aluminum
Direct Burial 
Round Straight 
Aluminum

4
4.5

5

- 4"
- 4.5"
- 5"

- Vibration Dampener (internal) 
- Extra Hand Hole w/reinforcing ring
- Festoon, less electrical

125
188

- .125"
- .188"

8-25 - 8' to 25' AL
GR
WH
BK
BR

- Natural Aluminum
- Gray
- White
- Black
- Bronze

DRILL MOUNTING (INCLUDES CAP)
D1 - Single
D2 - 2 @ 180 deg
D4 - 4 @ 90 deg
D5 - 2 @ 90 deg
D6 - 3 @ 90 deg

TENON MOUNTING
P2 - 2.38" OD X 4" Long Tenon

VD
EHH
FDL

SERIES
STRAIGHT

SHAFT 
WALL 

THICKNESS
 POLE HEIGHT PAINTED COLOR OPTIONS
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BRACKET OPTIONS

No order released without approved Submittal Sheet.

ITEM
WEIGHT

/ EPA

RABH-DB
11 LBS
0.1 EPA

RAB-DB
8.5 LBS
1 EPA

RTASQ4- 2B
7 LBS

0.4 EPA

TR-30-2B
9 LBS

0.3 EPA

S2-S36-2
20.4 LBS
1.1 EPA

S4-A24-2
43 LBS
2.5 EPA

SB-100-08- 2DB
6 LBS

0.3 EPA

SB-218-08- 2DB
9 LBS

0.4 EPA

SB-312-08- 2DB
11 LBS
0.6 EPA

SB-490-08- 2DB
13 LBS
0.6 EPA

ADDITIONAL DETAILS
· Bracket prices do not include freight
· Published lead times are subject to change
· Prices include Bronze color
· Call for custom color pricing
· Contact Louvers International for a complete bracket offering

2”x8” Triple Spoke Bracket at 120 
Degrees

85 LBS  8.0 EPA
(100 MPH @
50 FT MH)

2”x8” Quad Spoke Bracket at 90 Degrees
85 LBS  8.0 EPA

(100 MPH @
50 FT MH)

2”x8” Single Spoke Bracket
85 LBS  8.0 EPA

(100 MPH @ 50 FT MH)

2”x8” Double Spoke Bracket at 180 
Degrees

85 LBS  8.0 EPA
(100 MPH @ 50 FT MH)

2 Light In-line Bullhorn Bracket
85 LBS  7.5 EPA

(100 MPH @ 50 FT MH)

4 Light 90 Degree Bullhorn Bracket
85 LBS  7.5 EPA

(100 MPH @ 50 FT MH)

4” Square Pole Internal Adapter for 2” 
Tenon

400 LBS  5.9 EPA
(100 MPH @ 50 FT MH)
(60” from top of pole)

3” to 2” Tenon Reducer Bracket
400 LBS  5.9 EPA

(100 MPH @ 50 FT MH)
(60” from top of pole)

8” Heavy Duty Wall Mount Right Angle 
Bracket

85 LBS  8.0 EPA
(100 MPH @ 50 FT MH)

Right angle bracket for wall mounting
85 LBS   8.0 EPA

(100 MPH @ 50 FT MH)

IMAGE DESCRIPTION MAX LOAD WEIGHT / EPA
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Replacement Top Cap

Replacement Hand Hole Cover

OPTION/ADDER/ ACCESSORY
Vibration Dampener (internal)  (Mode 2)
Included for all Aluminum Poles Heights 23’ and above

Extra Hand Hole w/reinforcing ring (EHH)

Festoon, less electrical (FDL)

Nipple/Coupling (1/2” - 1”)

Replacement Base Cover - Square or Round

Direct Burial (DB) Adder (percentage added to price)

Standard 2-3/8” Tenon with Drilling (includes EHH)

Non-Standard Tenon

Tamper Proof Hardware

Steel Base Covers

Custom Color

Additional Drilling

POLE OPTIONS AND ACCESSORIES (EACH)

EPA NOTES

ADDITIONAL DETAILS

No order released without approved Submittal Sheet.

• Pole prices are valid for standard drilling patterns or standard tenon mount poles and include base covers
• Prices include freight to all states east of MS except NH, VT, ME. 

For states west of the Mississippi and NH, VT, and ME, call Louvers International for freight charges.
• Anchor bolts and templates are included in the pole price
• Customer must provide drilling template or specify tenon size
• Prices include standard RAL powder
• Call for custom color pricing
• Drawings and spec sheets for all pole configurations
• Please call if your project requires spec sheet or custom design
• Custom calculations are available upon request for EPA dataand wind zones

• EPA, measured in ft², is calculated using wind velocity (mph) indicated in accordance with 2009 AASHTO 
LTS-5 25-year design life. Maximum EPA is based on the listed luminaire weight shown in data table. 
Increasing the luminaire may reduce the maximum EPA. If the luminaire weight is exceeded or have other 
design or code requirements, please contact Louvers International.
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