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FEATURES

Support your troops on the ground by flying high with our made in USA
Apache highbay light fixture. The Apache offers multiple lumen outputs,
going from 5,000 lumens to 38,000 lumens. With a cache of CCT
combos to pick from, you can rest assured that we’ll canvas the areas
properly to make sure we support the troops. We have IP 65 and NSF
ratings on this fixture, so we're covered for those wash-down and food
grade applications.

Need this to be tough like an Abrams A-1 tank? We can do that with our
frosted polycarbonate lenses. Let’s help you light up your troops on the
ground and give them the lighting they deserve with our Made in USA
Apache Highbay fixture.

APPLICATIONS

* Airports * Industrial Spaces
¢ Auditoriums * Malls

¢ Convention Centers ¢ Pools/ Pool Areas
* Factories * Retail Stores

¢ Gymnasiums * Storage Areas

¢ Ice Arenas * Warehouses

¢ Indoor/ Outdoor Lighting

SPECIFICATIONS

APACHE HIGHBAY
MADE IN USA CIRCULAR HIGHBAY
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Drop Lens
18" x 8.5”

Flat Lens
18" x 7.3”

Flat Lens w/ Optional NSF Shroud
18”x9.5”
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LISTED

MADE l

IN ILLINOIS

Construction
* Made in USA

¢ Plastic composite housing

¢ Thermally conductive heat sink

Electrical

» Standard 0-10V dimmable driver

¢ Input voltage 120-277V, or 347-480V optional
¢ Environment temperature from -40°C to 50°C (-40°F to 122°F)
* WiFi and Bluetooth capabilities

Optics

* Available in 2700K to 6500K

* Multiple lens options available

* 90° Beam angle

CRI offered in 70, 80, and 90 CRI

* Proprietary LED modules

* Evenly diffused light distribution

Mounting
* Surface or pendant mount is standard

e Optional wall and trunnion mounting kits available

Certifications and Listings

* cULus listed for wet locations (IP65 Rated)

* NSF Rating and IP66 Rating available (using optional shroud)

* Housing and shroud paint finish meets ASTM-B-117 specifications
* BABA and BAA compliant

Finish

* Powdercoat black finish

Warranty
e S-year warranty

PERFORMANCE
MODEL DESCRIPTION WATTS LUMENS LPW
APH-CLD-200-5K-80-U-FA FROSTED ACRYLIC FLAT LENS 210 29,0779 138.46
APH-CLD-200-5K-80-U-DA FROSTED ACRYLIC DROP LENS 210 27,959.5 133
APH-CLD-200-5K-80-U-DP FROSTED POLYCARB DROP LENS 210 24,852.0 118 Uy AMERICAN
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APACHE HIGHBAY

MADE IN USA CIRCULAR HIGHBAY

— A N A T —

ORDERING GUIDE

SERIES WATTS (APPROX CCT CRI
LUMENS IN 4K)
APH-CLD Apache 30- 4,500Im 27K - 2700 KELVIN 70

Circular 50- 8,300Im 3K - 3000 KELVIN 80
High Bay 60- 10,100 Im 35K - 3500 KELVIN 90
75- 12,500 Im 4K - 4000 KELVIN
90- 14,800 Im 5K - 5000 KELVIN
100- 16,500 Im 57K - 5700 KELVIN
110- 18,200 Im 65K - 6500 KELVIN
130- 21,000 Im
150- 23,800 Im
160- 25,400 Im
170- 26,500 Im
200- 30,500 Im

FINISH MOUNTING CORDANDPLUG
B -Black + P -Pendant 6SW - 6" STANDARD WHITE 120 - 277
C - Custom D -Direct 6SB - 6" STANDARD BLACK 120 -277

T -Trunnion 1SW - 10’ STANDARD WHITE 120 - 277
W - Wall Mount 1SB - 10’ STANDARD BLACK 120 - 277
6L5W -6’ L5-15 WHITE 120V TWIST LOCK
6L5B - 6’ L5-15 BLACK 120V TWIST LOCK
1L5W - 10’ L5-15 WHITE 120V TWIST LOCK
1L5B - 10’ L5-15 BLACK 120V TWIST LOCK
6L6W - 6’ L6-15 WHITE 240V TWIST LOCK
6L6B - 6’ L6-15 BLACK 240V TWIST LOCK
1L6W - 10’ L6-15 WHITE 240V TWIST LOCK
1L6B - 10’ L6-15 BLACK 240V TWIST LOCK
6L7W -6’ L7-15 WHITE 277V TWIST LOCK
6L7B - 6’ L7-15 BLACK 277V TWIST LOCK
1L7W - 10’ L7-15 WHITE 277V TWIST LOCK
1L7B - 10’ L7-15 BLACK 277V TWIST LOCK
6FW - 6’ FLEXIBLE WHIP

EXAMPLE: APH-CLD-100-5K-90-U-WA-B-D-EM

VOLTAGE LENS OPTIONS

U -120-277V+ | FA - Frosted Acrylic
H -347-480V | WA - Window Clear Acrylic

IP65
NSF*
EM
occC
BLD
N9
DS

FP - Frosted Polycarb
DA - Drop Acrylic Lens

OPTIONS

- IP 65 REATED GASKET

- NSF APPROVED SHROUD

- EMERGENCY BATTERY BACKUP

- OCCUPANCY SENSOR

- BI-LEVEL DIMMING

- NIMBUS 9 UNIFI SYSTEM

- DUAL SWITCHING OUTSIDE / INSIDE BOARDS

IMS - INTERNAL MICROWAVE SENSOR

DIMS

- DRIVER INTEGRATED MICROWAVE SENSOR

* At 25°C (77 °F), the NSF shroud maximum wattage is 130 watts
At 40°C (104 °F), the NSF shroud maximum wattage is 115 watts
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