
• Consult Louvers International for additional wattage availability
• * 190 lm/W is special order

NOTE:

EXAMPLE:  LI-CBC150W-50KSV-DSBORDERING GUIDE
SERIES

LI-CBC
Cabochon UFO
High Bay NSF

150W
200W

- 150W
- 200W

30K
40K
50K
57K

- 3000K
- 4000K
- 5000K
- 5700K

SV
LV
HV

- AC100-277V
- AC100-347V
- AC277-480V

D - G-Hook S
N

- with sensor
- without sensor

A
B

- 190 lm/W *
- 150 lm/W

EFFICACYWATTAGE CCT INPUT VOLTAGE MOUNTING SENSOR

����

The Cabochon UFO High Bay from Louvers International combines 
rugged performance with refined design. Delivering industry-leading 
efficacy up to 150 lm/W, this high-output fixture provides 
exceptional illumination while reducing fixture count, lowering both 
energy and installation costs.
Its smooth, screwless housing is IP65K, IP66K, IP67K, IP68K, and 
IP69K rated for full washdown capability. Engineered for 
high-pressure, high-temperature washdowns and steam cleaning, 
these ratings also ensure a dust-tight seal, preventing ingress of 
solid particulates—making it ideal for food processing, clean 
manufacturing, and demanding industrial environments.

No glass. No exposed hardware. No compromises.

• High efficacy up to 150 lm/W standard
• IP65K, IP66K, IP67K, IP68K, and IP69K rated for high-pressure 

washdown and dust-tight protection
• Microwave sensor and emergency battery backup available

FEATURES

Construction
• Rugged die-cast aluminum housing for superior thermal 

management and long life
• Streamlined housing design allows for easy cleaning and prevents 

the build-up of any liquid or particles
• Polycarbonate lens is standard for NSF

Electrical
• 0-10V dimmable driver standard; Dims from 100% down to off
• Input voltage AC100-277V, AC100-347V, or AC277-480V 

(optional)

Optics
• CCT 3000K, 4000K, 5000K, and 5700K
• Standard efficacy at 150 lm/W
• Sealed optic available in wide beam angle

CRI
• 80 CRI

Finish
• White is standard for NSF certification

Mounting
• Standard ¾” G hook and safety hanging installation 

(Optional: Pendant, Yoke mounting)

Ambient Temperature
• Ambient operating temperature  -40°F to 113°F (-40°C to 45°C)

Certifications and Listings
• NSF certified for food processing
• IP65K, IP66K, IP67K, IP68K, and IP69K listed; 

Full high-pressure, high-temperature washdown capability
• UL listed for wet locations, meets U.S. and Canada standards.
• DesignLights Consortium® DLC Premium qualified

(Check QPL for models)

Warranty
• 5-year limited warranty

SPECIFICATIONS
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HOUSING
P65K, IP66K, IP67K, IP68K, and IP69K
Corrosion Resistant
No harmful substances or chemicals

EFFICACY
150 lm/W standard
190 lm/W

SENSOR
Microwave sensor installed in the middle of the lens
Maximum sensing height through PC lens 33ft

NOTE: PC lens is recommended for NSF standard applications

Glass or PC Lens
Both options meet NSF certification

LED Driver
0-10V Dimming
AC100-277V / AC100-347V / 
AC277-480V

SPECIFICATIONS

PERFORMANCE
Lumen values are based on 120V AC input product configuration, contact Louvers International for 
performance data on any configurations not shown here.

MODEL CCT LUMENS WATTS lm/W CRI
3000K 21,000 140
4000K 21,300 142
5000K 21,900 146
5700K 22,500 150
3000K 28,000 140
4000K 28,400 142
5000K 29,200 146
5700K 30,000 150

LI-CBC-150W

LI-CBC-200W

150W

200W > 80

> 80

COMMONLY STOCKED FIXTURES
Model Short Description DLC Product ID
LI-CBC150W-50KSV-DNB CABOCHON UFO HIGH BAY 150W 50K WITHOUT SENSOR S-ZH2VGB

LI-CBC150W-50KSV-DSB CABOCHON UFO HIGH BAY 150W 50K WITH SENSOR S-ZH2VGB

LI-CBC200W-50KSV-DNB CABOCHON UFO HIGH BAY 200W 50K WITHOUT SENSOR S-F0Y8YJ

LI-CBC200W-50KSV-DSB CABOCHON UFO HIGH BAY 200W 50K WITH SENSOR S-F0Y8YJ
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ELECTRICAL DATA

120 208 240 277 347 480
LI-CBC-150W 150W 1.39 0.80 0.69 0.60 0.48 0.35

LI-CBC-200W 200W 1.85 1.07 0.93 0.80 0.64 0.46

MODEL WATTS
CURRENT (A)

INPUT VOLTAGE (V)

ACCESSORIES
SENSOR

Factory Installed ONLY Field Installable / Field Use ONLY (purchased separately)

Remote Control
HD06R

Built-in Microwave Sensor for LI-CBC
LI-CBC-MSMH-H

Field Installable (Field Installable purchsed separately)
REFLECTOR

Polycarbonate Reflector - 100 degree for LI-CBC
LI-CBC-PCR

Field Installable (Field Installable purchsed separately)
MOUNTING OPTION

1.6ft Stainless Steel Hang Chains
with 2 Carabiners

LI-CBC-SSHC-0.5M

Factory Installed OR Field Installable (Field Installable purchased separately)
EMERGENCY BATTERY BACKUP

Emergency Battery Backup
40W/90min,
for LI-CBC-200W at AC120-277V/347V

LI-CBC-BATTERY-40W
Emergency Battery Backup
25W/90min,
for LI-CBC-150W at AC120-277V/347V

LI-CBC-BATTERY-25W

PHOTOMETRIC
Wide Beam Angle

DIMENSIONS

3/4” NPS Pendant Mounting

5.
7”

Ø17.08"

G Hook Mounting
Ø17.08"

5.
7”

8.
4”

150W - 200W Dimensions
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