
PERFORMANCE
DIMENSION WATTAGE SELECTABLE EFFICACY LUMENS

4" 25W/18W/12W 95 lm/W 1,140-2,350 lm
6" 40W/30W/20W 105 lm/W 2,100-4,200 lm
8" 58W/45W/30W 90 lm/W 2,610-5,220 lm

Selectable
Wattage

The CYLLY Cylinder Series by Louvers International offers numerous cylinder 
lighting options that complement our suspended lighting platform, while 
providing a consistent aesthetic. Performance and beauty are both in play 
with our sleek architectural cylinders.

Blending timeless aesthetics and high-performance LED, the CYLLY Series 
cylinders greatly create possibilities in the whole commercial area which 
make light modular with multiple sizes, beam options , and high visual 
comfort COB LED as its standard configuration. They are available in 
pendant and surface mount configurations which offers a beautiful and 
slender solution.

▪ Modular Design: up to 100,000 unique combinations

▪ COB LED Chip: 80+ standard, 90+ CRI optional

▪ Dimming: 0-10V (10% standard, 1% optional) or TRIAC

▪ Beam Angle :15°, 24°, 36°, 60° options

▪ Architectural Form : 4", 6" and 8" with multiple trim options

▪ Wattage Selectable: 90~105 lm/w

▪ Mounting : pendant or surface available

SPECIFICATIONS
Construction
• Constructed of rigid die cast aluminum
• Powder coated polyester paint in standard white or black
• Aluminum housing acts as heat sink to maximize life

Electrical
• Class 2 high efficiency LED driver with standard 0-10V dimming 

which dims to 10%. Dimming to 1% and TRIAC dimming optional
• Input voltage 120-277V
• THD <20%;  Power Factor > 0.9
• Environment damp rated for ambient operating temperatures of 

-4°F to 104°F (-20°C to 40°C)

Optics
• Powered by high efficiency COB LED chips
• CRI >80 with optional >90 available
• CCT 2700K, 3000K, 3500K, or 4000K with a great color 

consistency
• 15° / 24° / 36° / 60° fixed beam spread options 
• Cylinder beam spreads are interchangeable and can be easily 

swapped out in the field without tools

Mounting
• Mount to recessed J-Box or to surface mount J-box

Certifications and Listings
• cULus listed for damp locations
• For interior use only

Warranty
• 5-year limited warranty

FEATURES
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Decorative TrimsStandard Aluminum Trims

PRODUCT PORTFOLIO CONFIGURATION

ORDERING GUIDE EXAMPLE:  CYLLY6R-WH10-8035M-AW-RJSM

*Additional cost and/or lead time on customized fixtures may apply.
  Some fixtures require an MOQ. Please contact your sales rep for more information.

SERIES SIZE SHAPE FINISH
DIMMING 
OPTIONS

CRI CCT
BEAM 

OPTIONS
MOUNTING OPTIONS

AW
AB
AO
AC

White Baffle
Black Baffle
Copper Baffle
Chrome Baffle

DB
DY
DG
DW
DR

Blue
Yellow*
Green*
Transparent*
Red*

RJSM
Surface Mount to 
Recessed Junction 
Box

SJSM
Surface Mount with 
Conduit Cutout for 
Surface Mounted 4" 
Octagonal Junction 
Box

Decorative Options

TRIM OPTIONS

CYLLY
Cylinder
Series

4
4 inch
25W/18W/12W
Selectable

6
6 inch
40W/30W/25W
Selectable

8
8 inch
58W/45W/30W
Selectable

NOTE: Specify 
wattage if require 
0-10V(dim to 1%) 
or TRIAC 
dimming

R
Round

WH
White

BL
Black

CM
Custom
Colors

10
0-10V
(Dims to 10%)

01
0-10V
(Dims to 1%)
or TRIAC 
Dimming

NOTE: 1% or 
Triac dimming 
hasn't 58W 
option.

80
80+ CRI

90
90+ CRI

27
2700K

30
3000K

35
3500K

40
4000K

N
Narrow
Beam, 15°

M
Medium 
Beam, 24°

W
Wide
Beam, 36°

F
Flood
Beam, 60°

Standard Aluminum
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MOUNTING
For Recessed J-box
If recessed J-box is existing (3" octagon, 4" octagon and 4" round) , 
the cylinder can be mounted directly to recessed mounted 
junction box.

For Surface Mount J-Box
If standard 4" octagonal J-box is surface mounted, a Ø5.97" round 
x 2.38" deep canopy with conduit cutout is provided for mounting. 
Conduit cutout canopy has 4 key slots, one in each side, and can 
be configured to accommodate any ceiling layout using ½" or ⅜" 
conduit. Conduit cutout canopy is provided white and black 
powder coat painted finish

Emergency Option
Optional high voltage 8W emergency LED driver EM-H08170-LBF can 
be provided. When AC power fails it immediately , switches to the 
emergency mode, operating for lighting up to 120 minutes. When AC 
power is restored, it automatically returns to the charging mode which 
meets critical life-safety lighting requirements.

For more info or spec sheet, please visit our website or contact sales.

OPTIONAL FUNCTION

FIXTURE EFFICACY OUTPUT POWER 8W
90 lm/W 720 lumens

Emergency Lumen Output

Conduit Cutout Mounting Example

Surface Mounted to Recessed J-box

Surface Mounted Conduit Cutout to Surface J-box
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CYLLY4-25W

CYLLY6-40W

CYLLY8-58W

CYLLY4-25W 1% 4% below

CYLLY6-40W 1%

CYLLY8-58W 1%

CYLLY4-25W 10%

CYLLY6-40W 10%

CYLLY8-58W 10%

DIMMER COMPATIBILITY

DIMENSIONS

4” 6” 8”
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DISTRIBUTION DIAGRAM
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