
(3x3)
9 Cell

(4x4)
16 Cell

2’ x 2’

(4x8)
32 Cell

(4x6)
24 Cell

(3x6)
18 Cell

(2x6)
12 Cell

2’ x 4’

(1x6)
6 Cell

(1x8)
8 Cell

(2x8)
16 Cell

1’ x 4’
CONFIGURATIONSDIMENSIONS

SIZE L x W x H
2x2 23.75" x 23.75" x 4.875"

1x4 11.75" x 47.75" x 4.875"
2x4 23.75" x 47.75" x 4.875"

L x W

H

ACCESSORIES
Visual Comfort Meets Modern Panel Lighting
The Deep Cell Parabolic LED Back Lit Panel fixture combines the 
performance of our high-efficiency Gravy Panel Selectable LED Back 
Lit Flat Panel with the precision light control of the Back Lit Parabolic 
Convertalume, delivering a fully assembled, ready-to-install fixture 
that redefines visual comfort in modern lighting.

Featuring deep cell parabolic louvers engineered for glare control and 
even light distribution, this fixture restores architectural intent to 
everyday ceiling spaces. Unlike traditional flat panel fixtures, the Deep 
Cell Parabolic LED eliminates harsh glare, reduces surface reflections, 
and softens wall shadows while maintaining the clean geometry and 
visual harmony specifiers demand. Its integrated louver system also 
prevents bugs, dust, and discoloration that can accumulate in 
exposed lens panels over time.

Available in recessed T-grid, surface mount, or suspended options, the 
Deep Cell Parabolic LED installs quickly without rewiring or additional 
accessories. Ideal for offices, healthcare facilities, educational 
spaces, and retail environments, this flat panel system brings clarity, 
comfort, and control to modern lighting without sacrificing style.

SPECIFICATIONS
Construction
• Steel die-formed back cover and frame
• Screwless

Optics
• PMMA lenses over LEDs, PS diffuser
• 5 CCT: 3000K / 3500K / 4000K / 5000K / 6500K
• SDCM < 5
• 120° beam angle

Electrical
• 0-10V Dimming (5%-100%)
• 120-277VAC or 120-347VAC Input
• PF > 0.9, THD < 20%

Mounting
• Recessed in T-bar grid ceiling with integral earthquake clips for 

secure attachment enclosure

Certifications and Listings
• UL Listed for Damp Locations
• IC Rated for insulated ceilings
• RoHS, FCC
• Environment temperature from 32°F to 95°F  (0°C to 35°C)
• DesignLights Consortium® DLC Premium qualified

(Check QPL for models)

Warranty
• 5-year limited warranty

DIMMABLE

UL
CERTIFIED
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IES files are available at 
www.louversintl.com 

or 
info@louversintl.com

PHOTOMETRY

PERFORMANCE DATA

MODEL NUMBER
SIZE
(ft)

VOLTAGE
(V)

WATTAGE
(W)

EFFICACY
(lm/W)

LUMENS
(lm)

CCT
(K)

DCPL-GPS-22-U 2' x 2' 20/25/30/35/40 2500/3125/3750/ 4375/5000

DCPL-GPS-14-U 1' x 4' 20/25/30/35/40 2500/3125/3750/4375/5000

DCPL-GPS-24-U 30/35/40/45/50 3750/4375/5000/ 5625/6250

DCPL-GPS-24-U 30/40/50/60/65 3750/5000/6250/ 7500/8125

120-277V
120-347V

125

3000K
3500K
4000K
5000K
6500K 2' x 4'

ORDERING GUIDE EXAMPLE: DCPL-GPS-24-U-18MB

COMMONLY STOCKED LOUVERS: The 2x2 9-cell and the 2x4 18-cell in Semi Specular Silver and Gloss White.

MODEL LIGHT 
SOURCE

VOLTAGE

14 = 1' x 4' 6
8

16

- 6 Cells
- 8 Cells
- 16 Cells

22 = 2' x 2' 9
16

- 9 Cells
- 16 Cells

24 = 2' X 4' 12
18
24
32

- 12 Cells
- 18 Cells
- 24 Cells
- 32 Cells

Blank
P
M
B
L

= Without Sensor
= PIR Sensor
= Microwave '= Sensor
= Bluetooth Sensor
= Bluetooth + PIR Sensor

  * Only for 120-277V

Blank
EB

= Without Backup
= With Backup

SENSOR OPTION EMERGENCY 
BACKUP DRIVER*

GPS - 
Gravy Panel 
Selectable

DCPL - 
Deep Cell 
Parabolic 
LED

U = 120-277V
H = 120-347V

NUMBER 
OF CELLS

SIZE LOUVER COLOR

SS
S

GW
MW
GB
MB

CUSTOM

- Semi Specular Silver
- Specular Silver
- Gloss White
- Matte White
- Gloss Black
- Matte Black

- Available upon 
  request
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