
Selectable

CCTSelectable
Wattage

EXAMPLE: LI-ADVes-4M(165/135/105)W-(35/40/50)KUV-S

Short Code:  LI-ADVes-4M
DLC Product ID:  S-D4ZP77

ORDERING GUIDE
SERIES WATTAGE INPUT VOLTAGE

LI-ADVes-4M (165/135/105)W (35/40/50)K - 3500/4000/5000K UV  - 120-277V
LV  - 120-347V

S
Blank

- Sensor
- without sensor

E -

Blank -

with emergency 
battery
without 
emergency 
battery

SENSOR EMERGENCY BATTERYCCT

Construction
• Rugged and durable construction with plastic housing and a 

frosted vandal-proof polycarbonate lens for uniform light output 
and high impact resistance

Electrical
• 0-10V dimmable driver, which can dim from 100% down to o�
• Input voltage 120-277V and 50/60Hz
• 3ft long power cord provided for easier installation. The power 

cord is in the lamp body and needs to be led out by yourself

Optics
• Selectable CCT 3500K, 4000K, or 5000K(default setting)
• CRI > 80
• UV-stabilized, high-impact, frosted polycarbonate lens for uniform 

light output and high impact resistance

Finish
• Housing is permanent pearl gray color

Mounting
• Comes standard with surface mounting kit. Pendant mounting kit 

is available as an option

Ambient Temperature
•  -40°F to 113°F (-40°C to 45°C)

Certifications and Listings
• cULus listed for wet locations (IP66 Rated)
• DesignLights Consortium® DLC 5.1  Product ID S-D4ZP77

(Check QPL for models)

Warranty
• 5-year limited warranty

SPECIFICATIONS

• Poultry processing
• Food and beverage processing

• Commercial kitchens
• Manufacturing facilities

APPLICATIONS

FEATURES
• The ADVes-4M Series vapor tight luminaire is a light featuring a slim 

and modern design. It has best-in-class performance at up to 
150lm/w output.

• The fixture is CCT and Wattage selectable and features a smooth 
dust-proof surface with a watertight seal that can withstand 
high-pressure wash downs.

• The ADVes-4M can be surface mounted to the ceiling or wall or 
suspended depending on the application.

• Emergency battery backup is available.

• Sensor ready! On/off, bi-level dimming, or a networked wireless 
control sensor options include LLLC HAISEN BLUE AND Silvair.
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PERFORMANCE DATA

ACCESSORIES

Field installed or Field-use ONLY (purchased separately)
SENSOR

Screw-in PIR Sensor
HDO9VR-PH

Screw-in PIR Sensor
(Networked Wireless Control Sensor)

HDO9VR-PHB

Field installed / Field Use ONLY (purchased separately)

Receptacle for Screw-in Sensor

LI-ADVes-4M-A-LF
Remote Control

HD05R

Factory installed or Field installed (Field installed purchased separately)
EMERGENCY BATTERY BACKUP

Emergency battery backup
EMB15YY-260 -15W/90min,
for LI-ADVes, 
at AC120-277V/347V

XEBB017-15WDC

Field Installed (purchased separately)
MOUNTING AND BRACKETS

Suspension Mounting Kit - 2pcs
LI-ADVes-4M-A-VTL

POWER SELECTION AND CCT SELECTION CAPABILITY

SHORT DESCRIPTION WATTAGE
LUMENS @50K

@150lm/W
CCT INPUT VOLTAGE DLC Product ID

LI-ADVes-4M
(165/135/105)W

Selectable
24,750lm

(35/40/50)K
Selectable

AC120-277V 50/60Hz S-D4ZP77
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LI-ADVes-4M(165/135/105)W

ELECTRICAL DATA

DIMENSIONS

120 208 240 277 347
105 0.88 0.50 0.44 0.38 0.30

135 1.13 0.65 0.56 0.49 0.39

165 1.38 0.79 0.69 0.60 0.48

MODEL WATTAGE
CURRENT (A)

INPUT VOLTAGE (V)

LI-ADVes-4M(165/135/105)W
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