
EXAMPLE: LI-ADVes(50/40/30)W-(30/40/50)KLV-EORDERING GUIDE
SERIES WATTAGE CCT INPUT VOLTAGE

LI-ADVes (50/40/30)W
(80/70/60)W

 (30/40/50)K - 3000K/4000K/5000K   LV  - 120-277V E

Blank

- with 
   emergency battery
- without 
   emergency battery

EMERGENCY BATTERY

Selectable

CCTSelectable
Wattage

• The ADVes Series Vapor Tight luminaire features a slim and modern 
design, making it ideal for low bay requirements in any location. It's 
protected against moisture, steam, and dust to handle the harshest 
weather.

• Available in two sizes, this vapor tight fixture offers selectable 
wattage and color temperature, making it easy for distributors to 
stock and increase flexibility for project changes.

• It can be surface mounted to the ceiling or wall or suspended 
depending on the application. Sensor and emergency battery 
backups are optional.

FEATURES

Construction
• Rugged and durable construction with vandal-proof polycarbonate 

lens and housing
• Stainless steel latches

Electrical
• 0-10V dimmable driver, which can dim from 100% down to o�
• Input voltage 120-277V

CRI
• >80 is standard

Optics
• LED chips support CCT selectable with CRI>80
• Sealed optic available in 120° beam angle

Mounting
• Support optional surface or pendant mounting

Certifications and Listings
• cULus listed for wet locations (IP66 Rated), environment 

temperature from -4°F to 113°F (-20°C to 45°C)
• DLC® (DesignLights Consortium) Qualified. Please refer to the 

DLC website for specific product qualifications at 
www.designlights.org.

Finish
• Housing is permanent pearl gray color

Warranty
• 5-year limited warranty

SPECIFICATIONS

4ft

8ft
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 ADVes LED VAPOR TIGHT
 ADVANTAGE Economy Selectable



4ft  (50/40/30)W

8ft  (80/70/60)W

DIMENSIONS & WEIGHT

ACCESSORIES

STOCK FIXTURES

MODEL EASY CODE DLC PRODUCT 
CODE

LI-ADVes(50/40/30)W-(30/40/50)KLV LI-ADVes-4 S-5D0ZSN

LI-ADVes(80/70/60)W-(30/40/50)KLV LI-ADVes-8 S-C7UJH1

SPECIFICATION

MODEL SIZE WATTAGE
LUMEN

@50K @140lm/W CCT LENS
INPUT 

VOLTAGE

LI-ADVes(50/40/30)W-(30/40/50)KLV-X 4ft 50W/40W/30W Max. 6500 lm

LI-ADVes(80/70/60)W-(30/40/50)KLV-X 8ft 80W/70W/60W Max. 10400 lm

120° AC120-277V
30/40/50K
Selectable
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 ADVes LED VAPOR TIGHT
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LI-ADVes(50/40/30)W LI-ADVes(80/70/60)W

ELECTRICAL DATA

TOP VIEW BOTTOM VIEW

BOTTOM VIEW 4FT
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