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DIMENSIONS

Louvers LED has released their latest slim volumetric center lens 
troffer. This version offers field selectable 4 CCTs and 5 wattages. This 
feature provides you with the flexibility to adjust the lighting on the fly, 
ensuring that you can deliver the proper light for any task at hand.

The slim profile of under 2 inches makes these troffers ideal for 
shallow plenum applications. Additionally, their compact design 
allows you the ability to fit more of these troffers on a skid, on your 
shelf, or in your work truck, making them perfect for smaller jobs.

Try these out on your next install and experience the convenience and 
versatility they offer firsthand!

Slim Volumetric Center Lens Troffer

• CCT Selectable 3000K/3500K/4000K/5000K
• Wattage Selectable

20W/25W/30W/35W/40W   2x2
25W/30W/35W/40W/50W   2x4

• 0-10V dimming
• High efficiency: 150lm/W
• Aluminum heat sink for efficient heat dissipation

• Offices
• Schools
• Healthcare facilities

• Retail locations
• Showrooms
• Airports

Construction
• Rugged and durable construction; 
• Polycarbonate lens has high transmittance

Electrical
• 0-10V dimmable driver, 100% down to 5%
• Input voltage 100-277V

Optics
• High efficiency isolated LED driver
• High driver efficiency > 88%, PF > 0.9
• Equipped with automatic low-voltage protection LED driver
• CCT and Wattage field selectable with dip switches
• High quality LEDs provide bright and uniform lighting

Mounting
• Can be recessed into ceiling grid
• Surface mounting kits accessories available

Certifications and Listings
• Complies with the requirements of the Standard(s) for Luminaries 

and are identified wit the cETL Listed Mark

Accessories
• Emergency battery, motion sensor, and remote controller 

available. Contact Louvers International

Warranty
• 5-year limited warranty

SPECIFICATIONS

APPLICATIONS

Selectable

CCT Selectable
Wattage
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• Surface mounted kit is made of high quality aluminum material 
with white coating, corrosion and oxidation resistance.

• Perfect for troffer surface installation, can be use corridor, office, 
school, hospital, library, public room, utility areas etc

Surface Mounting Kit
SVT-SMK-22 for 2x2’
SVT-SMK-24 for 2x4’

• UL listed approved
• Charging time: 24 hours
• Selectable emergency power: 8W
• Illumination time: 90 minutes
• Split design,more flexible for installation

Emergency Battery
BLD-CM2OE-480800-8W

Recessed

ORDERING GUIDE

ACCESSORIES (order separately)

Step 1: Remove 2x2ft or 2x4ft tile from ceiling and 
insert the LED troffer.

Step 2: Install the protective brackets for safety.

INSTALLATION

PART NUMBER SIZE WATTAGE CCT LUMENS EFFICIENCY

LI-TR22W5-S4 2x2'
20W/25W/30W/35W/40W

SELECTABLE
3000 lm - 6000 lm

LI-TR24W5-S4 2X4'
25W/30W/35W/40W/50W

SELECTABLE
3750 lm - 7500 lm 

3000K/3500K/4000K/5000K
SELECTABLE

150lm/W
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PHOTOMETRIC DATA

LI-TR22W5-S4

LI-TR24W5-S4
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